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NOTES:
1. IF ANCHORS MUST PENETRATE
SHEET  METAL, EPDM WASHERS MUST
BE  USED AND SUBSEQUENTLY
CAULKED  WITH GENERAL PURPOSE
SEALANT.
2. WOOD NAILER MUST EXTEND
BEYOND  METAL FLANGE IN ALL
DIRECTIONS.
3. HOT DIPPED GALVANIZED NAILS
1-1/4" LONG WITH 3/8"DIA. HEAD
(MIN.).   NAILING OFF THE MEMBRANE
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EXTENDS OVER  THE TOP OF THE CURB,
4. 3" (MIN.) FORMFLASH OR 6" EPDM
LAP SPLICE.
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SEE NOTE # 2
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ROOF DRAIN & OVERFLOW DRAIN,
REFER TO PLUMBING DRAWINGS

REINFORCEMENT,
SEE STRUCT

NOTES:
1. PIPE MUST BE ANCHORED TO BOTTOM SIDE
OF DECK TO ASSURE STABILITY.
2. DO NOT INSTALL CLAMPING RING AROUND
TOP  OF FORMFLASH. WOOD NAILER REQUIRED
WHEN OUTSIDE
3. DIAMETER OF THE PIPE EXCEEDS 18" - REFER
TO BASE TIE-IN DETAILS.

STEP  1 STEP  2

4"

ROOFING MEMBRANE

SEAM EDGE TREATMENT
FLASHING MEMBRANE

SEAM EDGE TREATMENT
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ROOF PLAN
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ROOF PLAN

ROOF PLAN GENERAL NOTES

1. THIS DRAWING SHALL BE COORDINATED WITH
ALL MECHANICAL, PLUMBING, AND ELECTRICAL
DRAWINGS.  THE GENERAL CONTRACTOR SHALL
BE RESPONSIBLE FOR THIS COORDINATION.

2. ANY DISCREPANCIES IN DRAWINGS SHALL BE
BROUGHT TO THE ATTENTION OF THE ARCHITECT.

3. ALL ROOF PENETRATIONS TO BE PROPERLY
FLASHED TO NOT ALLOW MOISTURE PENETRATION
INTO STRUCTURE PER 2020 BUILDING CODE OF NYS
SECTION 1503.
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WEEPS @ 24" O.C.

WEEPS @24" O.C.

TIES @ 16" V & 24" H

3 5/8" MTL. STUDS @ 16" O.C.

5/8" GWB RETURNS

CONTINUOUS SEALANT

SCHED. CLG SYSTEM

6" MTL STUD HEADER, SEE STRUCT

5 1/2" R-21 BATT INSUL.
6" MTL STUDS @ 16" O.C.

3/4" P.T. PLYWD

ALUM. CAP
FLASHING & CLEAT

2x8 F.R. WD
BLOCKING

ALUM FASCIA

3/4" P.T. PLYWD

ALUM. CAP
FLASHING & CLEAT

2x8 F.R. WD
BLOCKING

ALUM FASCIA

1'-11
4" 1'-11

4" 1'-11
4"

8"

BASE FLASHING

1" R-5 RIGID INSUL.

SOLDIER COURSE

STL LINTEL, PAINT
CONT. SEALANT

WEEPS @ 24" O.C.

5/8" GWB

VAPOR BARRIER

15
'-0

"

1"

53
8"53

8"53
8"53

8"

1 1/2" MTL DECK
5/8" DENSDECK

MIN 5" RIGID INSUL.

3/4" F.R. PLYWOOD

6" 18 GA STRUCT MTL.
FRAMING @ 16" O.C.

5/8" P.T. PLYWD

TPO MEMBRANE

6 MIL VAPOR BARRIER

4"

2'
-8

"

1"

4"

CONC. FOUNDATION,
SEE STRUCT.

BASE FLASHING

5/8" FR PLYWD
SHEATHING

ROMAN FACE BRICK

WEATHER BARRIER

ROWLOCK BRICK
SILL, SLOPE

1" R-5 RIGID INSUL.

FLASHING

WEEPS @ 24" O.C.

TIES @ 16" V & 24" H

1"

CONC. FOUNDATION,
SEE STRUCT.

BASE FLASHING

5/8" FR PLYWD
SHEATHING

ROMAN FACE BRICK

WEATHER BARRIER

ROWLOCK BRICK
SILL, SLOPE

1" R-5 RIGID INSUL.

FLASHING

WEEPS @ 24" O.C.

TIES @ 16" V & 24" H

2'
-8

"
4"

1 1/2" MTL DECK
5/8" DENSDECK

MIN 5" RIGID INSUL.

EXPANSION JOINT W/
COMPRESSIBLE TUBE

5/8" F.R. PLYWOOD

6" 18 GA STRUCT MTL.
FRAMING @ 16" O.C.

TPO MEMBRANE

6 MIL VAPOR BARRIER

3"

ACM PANEL
SYSTEM

FLASHING SET IN
BED OF SEALANT

ACM PANEL
SYSTEM

FLASHING SET IN
BED OF SEALANT

A1-304
C5

3'
-0

"
8"

2'
-1

0"
2'

-0
"

2'
-0

"
2'

-1
0"

3'
-0

"
3'

-0
"

3'
-0

"
8"

2'
-0

"

3"

WEEPS @ 24" O.C.
WEEPS @ 24" O.C.

MORTAR NET MORTAR NET MORTAR NET

SOLDIER COURSE
TIES @ 32" O.C. HORIZ

SOLDIER COURSE
TIES @ 32" O.C. HORIZ

2" RIGID INSUL. 4'-0" DOWN

4" CONC. SLAB, SEE STRUCT.

5/8" GWB

6" RUNNER CHANNEL
ON SILL SEALER

5 1/2" R-21 BATT INSUL.

5/8" GWB SILL
CONTINUOUS SEALANT

WD. BLOCKING

6" STRUCT MTL. STUDS @ 16" O.C.

SCHED.WINDOW

VAPOR BARRIER

0'-0"
FIRST FLOOR

1'-11
4"

1"

CONC. FOUNDATION,
SEE STRUCT.

BASE FLASHING

5/8" FR PLYWD
SHEATHING

ROMAN FACE BRICK

WEATHER BARRIER

ROWLOCK BRICK
SILL, SLOPE

1" R-5 RIGID INSUL.

FLASHING

WEEPS @ 24" O.C.

TIES @ 16" V & 24" H

2'
-8

"
4"

WEEPS @ 24" O.C.

MORTAR NET

BACKER ROD &
SEALANT

BACKER ROD &
SEALANT

R-11 BATT INSULATION @
SPANDREL LOCATIONS

A1-302

WALL
SECTIONS

A1 3/4" = 1'-0"
WALL SECTION A5 3/4" = 1'-0"

WALL SECTIONA2 3/4" = 1'-0"
WALL SECTION A4 3/4" = 1'-0"

WALL SECTION
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0'-0"
FIRST FLOOR

11'-1"
T/STEEL

A1-303
A5

A1-304
D3

20'-2"
T/PARAPET

2'
-6

"

18'-4"
T/STEEL

0'-0"
FIRST FLOOR

10'-0 1/2"
T/STEEL

A1-303
D5

A1-304
D1

6"

18'-4"
T/STEEL

5/8" FR PLYWD
SHEATHING

WEATHER BARRIER

1" R-5 RIGID INSUL.

STEEL BEAM, SEE STRUCT

SLOPED STL. WEB
JOISTS, SEE STRUCT

1 1/2" MTL DECK
5/8" DENSDECK

MIN 5" RIGID INSUL.

EXPANSION JOINT W/
COMPRESSIBLE TUBE

5/8" F.R. PLYWOOD

6" 18 GA STRUCT MTL.
FRAMING @ 16" O.C.

3/4" P.T. PLYWD

TPO MEMBRANE

CLIP, SEE STRUCT.

6 MIL VAPOR BARRIER

3/4" P.T. PLYWD

ALUM. CAP
FLASHING & CLEAT

6" MTL STUD
FRAMING

ALUM FASCIA

STEEL BEAM, SEE STRUCT

SLOPED STL. WEB
JOISTS, SEE STRUCT
CLIP, SEE STRUCT.

SCHED. CLG SYSTEM

5/8" FR PLYWD
SHEATHING

WEATHER BARRIER

ACM PANEL
SYSTEM

1" R-5 RIGID INSUL.

1 1/2" MTL DECK
5/8" DENSDECK

MIN 5" RIGID INSUL.

3/4" F.R. PLYWOOD

6" 18 GA STRUCT MTL.
FRAMING @ 16" O.C.

TPO MEMBRANE

6 MIL VAPOR BARRIER

CONC.
FOUNDATION,

SEE STRUCT.

2" RIGID INSUL. 4'-0" DOWN

4" CONC. SLAB, SEE STRUCT.

CONC.
FOUNDATION,

SEE STRUCT.

2" RIGID INSUL. 4'-0" DOWN

4" CONC. SLAB, SEE STRUCT.

A1-304
A5

3/4" P.T. PLYWD

ALUM. CAP
FLASHING & CLEAT

5 1/2" R-21 BATT INSUL

ALUM FASCIA

3/4" P.T. PLYWD

ALUM. CAP
FLASHING & CLEAT

2x8 F.R. WD
BLOCKING

ALUM FASCIA

6"

5 1/2" R-21 BATT INSUL.
6" STRUCT MTL STUDS @ 16" O.C.

SCHED. CLG SYSTEM

5/8" GWB RETURNS
CONTINUOUS SEALANT

STL. HEADER, SEE STRUCT

53
8"

53
8"

CONT. SEALANT

ACM PANEL
SYSTEM FLASHING

5/8" FR PLYWD
SHEATHING

WEATHER BARRIER
ACM PANEL SYSTEM

1" R-5 RIGID INSUL.

5/8" FR PLYWD
SHEATHING

WEATHER BARRIER

ACM PANEL
SYSTEM

12'-6"
T/PARAPET

2'
-0

"
9'

-0
"

5'-0"

VAPOR BARRIER

3"

9'
-0

"
3'

-6
"

1'-11
4"

3'
-0

"
8"

2'
-0

"
2'

-6
" 3"

11'-0"
T/PARAPET

8" M
IN

20'-2"
T/PARAPET

1 1/2" MTL DECK
5/8" DENSDECK

MIN 5" RIGID INSUL.

EXPANSION JOINT W/
COMPRESSIBLE TUBE

5/8" F.R. PLYWOOD

6" 18 GA STRUCT MTL.
FRAMING @ 16" O.C.

3/4" P.T. PLYWD

TPO MEMBRANE

6 MIL VAPOR BARRIER

A1-304
A5

3/4" P.T. PLYWD

ALUM. CAP
FLASHING & CLEAT

6" MTL STUD
FRAMING

ALUM FASCIA
2'

-0
"

8"
2'

-6
"

1'
-0

"

53
8"

15 13

MINI PIPE BOOT

GALV HANGER ROD &
CLEVIS, SEE STRUCT

1 1/2" MTL DECK
5/8" DENSDECK

MIN 5" RIGID INSUL.

5/8" F.R. PLYWOOD

3 5/8" STRUCT MTL.
FRAMING @ 16" O.C.

TPO MEMBRANE

6 MIL VAPOR BARRIER

CLIP, SEE STRUCT.
STEEL BEAM, SEE STRUCT

1" RIGID
INSULATION

REINFORCEMENT,
SEE STRUCT

1" RIGID
INSULATION

REINFORCEMENT,
SEE STRUCT

BACKER ROD & SEALANT 5/8" GWB

6" STRUCT MTL STUDS @ 16" O.C.

VAPOR BARRIER

5 1/2" R-21 BATT INSUL.

3 5/8" MTL. STUDS @ 16" O.C.

RIGID INSUL.

TPO MEMBRANE

SLOPE

3/4" F.R. PLYWOOD

6" 18 GA MTL. RUNNER
CHANNEL EA END

3/4" P.T. PLYWD

ALUM. CAP
FLASHING &

CLEAT

2x8 F.R. WD
BLOCKING

ALUM FASCIA

ACM PANEL SYSTEM

WEATHER BARRIER

5/8" FR PLYWD SHEATHING

1" R-5 RIGID INSUL.

MTL STUD HEADER

1 1/2" MTL DECK, SEE STRUCT.

5/8" DENSDECK

10'-0 1/2"
T/STEEL

SLOPE

3/4" F.R. PLYWOOD

3 5/8" 18 GA MTL. RUNNER
CHANNEL EA END

3/4" P.T. PLYWD

ALUM. CAP FLASHING
& CLEAT

2x8 F.R. WD
BLOCKING

ALUM FASCIA

3 5/8" MTL. STUDS @ 16" O.C.

ACM PANEL SYSTEM

WEATHER BARRIER

5/8" FR PLYWD SHEATHING

1 1/2" MTL DECK, SEE STRUCT.

5/8" DENSDECK

RIGID INSUL.
TPO MEMBRANE

11'-0"
T/PARAPET

A1-303

WALL
SECTIONS &

DETAILS

A1 3/4" = 1'-0"
WALL SECTION A4 3/4" = 1'-0"

WALL SECTION A5 3" = 1'-0"
PARAPET DETAIL
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3'
-0

"
1'

-5
1 4"

3'-0"

6"

4'-0"

STANDING METAL ROOM,
GABLE END, INSTALL PER

MANF. REQ'MENTS, TYP

ALUMINUM DRIP EDGE

1" HIGH METAL
STANDING SEAM ROOF

3/4" F.R. PLYWD
SHEATHING

8" C JOISTS @ 24" O.C.,
SEE STRUCT

CURVED STEEL
BEAM, SEE STRUCT.

ANCHOR CLIP, TYP

ACM PANEL SYSTEM

31
4"

1'-1"

6"

1" 1"

2'-2"

CONC.
FOUNDATION,

SEE STRUCT.

ROWLOCK BRICK SILL

ALUM FLASHING SET
IN BED OF SEALANT

ACM PANEL SYSTEM

ASPHALT GRADE

STEEL BEAM, SEE STRUCT.
1-5/8" MTL STUD FRAMING

ALUM FLASHING

WEEPS @ 24" O.C.

STEEL COLUMN & BASE
PLATE, SEE STRUCT.

BASE FLASHING

ROMAN FACE BRICK

3 5/8" STRUCT MTL.
STUD FRAMING

5/8" F.R. PLYWD
WEATHER BARRIER

MORTAR NET

2'
-0

"
2'

-0
"

2'
-0

"
2'

-0
" HIDE RAIN LEADERS IN LOWER

COLUMN AND TIE INTO STORM
SEWER SYSTEM, SEE PLUMB

CONC. FOUNDATION, SEE STRUCT.

1'
-5

1 4"

3'-0"

ASPHALT GRADE

6"

4'-0"

6" PREFINISHED ALUM GUTTER

PREFINISHED ALUM
DOWNSPOUT, CORE DRILL

ACM & BRICK & SEAL
PERIMETER

ALUM FLASHING SET
IN BED OF SEALANT

ACM PANEL SYSTEM

STEEL BEAM, SEE STRUCT.

1-5/8" MTL STUD FRAMING

ALUMINUM DRIP EDGE

1" HIGH METAL
STANDING SEAM ROOF

3/4" F.R. PLYWD
SHEATHING

8" C JOISTS @ 24" O.C.,
SEE STRUCT

CURVED STEEL
BEAM, SEE STRUCT.

ACM PANEL SYSTEM

15
'-4

1 4"

LINEAR METAL SOFFIT

1'-1"

3'
-0

"

WEEPS @ 24" O.C.

STEEL COLUMN & BASE
PLATE, SEE STRUCT.

BASE FLASHING

ROMAN FACE BRICK

5/8" F.R. PLYWD
WEATHER BARRIER

MORTAR NET

1" 1"

2'
-0

"
2'

-0
"

2'
-0

"
2'

-0
"

ROWLOCK BRICK SILL
ALUM FLASHING

WEEPS @ 24" O.C.

3 5/8" STRUCT MTL
STUD FRAMING

F.R. WD BLOCKING

 CONTINUOUS SEALANT

6"

SEAL CONDUCTOR PENETRATION

5/8" F.R. PLYWOOD

ACM PANEL SYSTEM

WEATHER BARRIER

5/8" FR PLYWD SHEATHING

1 1/2" MTL DECK, SEE STRUCT.

5/8" DENSDECK

MIN 5" RIGID INSUL.

TPO MEMBRANE

EXPANSION JOINT

6" 18 GA MTL. RUNNER
CHANNEL EA END

1" R-5 RIGID INSUL.

6 MIL VAPOR BARRIER

111
4"

71 4"

3/4" P.T. PLYWD

ALUM. CAP
FLASHING &

CLEAT

2x8 F.R. WD
BLOCKING

ALUM FASCIA

3/4" F.R. PLYWOOD

1 1/2" MTL DECK, SEE STRUCT.

5/8" DENSDECK

MIN 5" RIGID INSUL.

TPO MEMBRANE UP
& OVER PARAPET

EXPANSION JOINT

6" 18 GA MTL. RUNNER
CHANNEL EA END

6 MIL VAPOR BARRIER

ACM PANEL SYSTEM

WEATHER BARRIER

5/8" FR PLYWD
SHEATHING

1" R-5 RIGID INSUL.

3/4" P.T. PLYWD

ALUM. CAP
FLASHING &

CLEAT

6" & 4" MTL STUD
FRAMING

ALUM FASCIA

T/PARAPET
111

4"

11
3 8"

3"

5 1/2" R-12 BATT INSUL.

6" MTL. STUDS @ 16" O.C.

VAPOR BARRIER

STL. BEAM, SEE STRUCT.

1 1/2" MTL. DECK, SEE STRUCT.
5/8" DENSDECK

TAPERED RIGID INSUL.
TPO MEMBRANE, WRAP UP WALL

WEATHER BARRIER

5/8" FR PLYWD SHEATHING

1" R-5 RIGID INSUL.

ACM PANEL SYSTEM FLASHING
ACM PANEL SYSTEM

5 1/2" R-12 BATT INSUL.

6" MTL. STUDS @ 16" O.C.

VAPOR BARRIER

STL. BEAM, SEE STRUCT.

12
" M

IN

1 1/2" MTL. DECK, SEE STRUCT.
5/8" DENSDECK

TAPERED RIGID INSUL.
TPO MEMBRANE, WRAP UP WALL

SCHED. CLG SYSTEM

5/8" GWB RETURNS
CONTINUOUS SEALANT

WD BLOCKING

SCHED ALUM FRAME

BACKER ROD & SEALANT
ACM TRIM

ACM PANEL

SHIM AS REQ'D

A1-304

WALL
SECTIONS &

DETAILS

A1 3/4" = 1'-0"
PORTE COCHERE SECTION A2 3/4" = 1'-0"

PORTE COCHERE SECTION
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A5 3" = 1'-0"
PARAPET DETAIL

C5 3" = 1'-0"
PARAPET DETAIL

D3 3" = 1'-0"
ROOF TO WALL DETAILD1 3" = 1'-0"

ROOF TO WALL DETAIL

A1-305
C5



2'
-0

"
2'

-1
0"

18'-4"
T/STEEL

5/8" FR PLYWD
SHEATHING

WEATHER BARRIER

1" R-5 RIGID INSUL.

STEEL BEAM, SEE STRUCT

SLOPED STL. WEB
JOISTS, SEE STRUCT

CLIP, SEE STRUCT.

5 1/2" R-21 BATT INSUL.
6" MTL STUDS @ 16" O.C.

SCHED. CLG SYSTEM

CONTINUOUS SEALANT

53
8"

VAPOR BARRIER

10
'-7

"

3"

22'-6"
T/PARAPET

3/4" P.T. PLYWD

ALUM. CAP
FLASHING & CLEAT

6" & 4" MTL STUD
FRAMING

ALUM FASCIA

1 1/2" MTL DECK
5/8" DENSDECK

MIN 5" RIGID INSUL.

3/4" F.R. PLYWOOD

6" 18 GA STRUCT MTL.
FRAMING @ 16" O.C.

5/8" P.T. PLYWD

TPO MEMBRANE

6 MIL VAPOR BARRIER

FACE BRICK

11'-8"
T/STEEL

1 1/2" MTL DECK
5/8" DENSDECK

MIN 5" RIGID INSUL.

3/4" F.R. PLYWOOD

6" 18 GA STRUCT MTL.
FRAMING @ 16" O.C.

TPO MEMBRANE

6 MIL VAPOR BARRIER

3/4" P.T. PLYWD
ALUM. CAP

FLASHING & CLEAT
ALUM FASCIA

STL. HEADER, SEE STRUCT

CONT. SEALANT

ACM PANEL
SYSTEM FLASHING

5/8" FR PLYWD
SHEATHING

WEATHER BARRIER

ACM PANEL SYSTEM
1" R-5 RIGID INSUL.

12'-8"
T/PARAPET

2'
-1

"

0'-0"
FIRST FLOOR

CONC.
FOUNDATION,

SEE STRUCT.

2" RIGID INSUL. 4'-0" DOWN

4" CONC. SLAB, SEE STRUCT.

2'
-0

"
3'

-0
"

53
8"

2E

CLIP, SEE STRUCT.
STEEL BEAM, SEE STRUCT

1" RIGID
INSULATION

REINFORCEMENT,
SEE STRUCT

A1-305
D5

0'-0"
FIRST FLOOR

10'-0 1/2"
T/STEEL

A1-303
D5

A1-305
A5

6"

STEEL BEAM, SEE STRUCT

SLOPED STL. WEB
JOISTS, SEE STRUCT
CLIP, SEE STRUCT.

SCHED. CLG SYSTEM

5/8" FR PLYWD
SHEATHING

WEATHER BARRIER

ACM PANEL
SYSTEM

1" R-5 RIGID INSUL.

CONC.
FOUNDATION,

SEE STRUCT.

2" RIGID INSUL. 4'-0" DOWN

4" CONC. SLAB, SEE STRUCT.

3/4" P.T. PLYWD

ALUM. CAP
FLASHING & CLEAT

2x8 F.R. WD
BLOCKING

ALUM FASCIA

53
8"

5/8" FR PLYWD
SHEATHING

WEATHER BARRIER

ACM PANEL
SYSTEM

2'
-0

"
9'

-0
"

4'-11"

4'
-0

"
8"

2'
-0

"
2'

-0
"

11'-0"
T/PARAPET

8" M
IN

SOLDIER COURSE
TIES @ 32" O.C. HORIZ

2'
-1

0"

18'-4"
T/STEEL

5/8" FR PLYWD
SHEATHING

WEATHER BARRIER

1" R-5 RIGID INSUL.

3"

22'-6"
T/PARAPET

3/4" P.T. PLYWD

ALUM. CAP
FLASHING & CLEAT

6" & 4" MTL STUD
FRAMING

ALUM FASCIA

1 1/2" MTL DECK
5/8" DENSDECK

MIN 5" RIGID INSUL.

3/4" F.R. PLYWOOD

6" 18 GA STRUCT MTL.
FRAMING @ 16" O.C.

5/8" P.T. PLYWD

TPO MEMBRANE

6 MIL VAPOR BARRIER

R-11 BATT INSULATION @
SPANDREL LOCATIONS

16

1 1/2" MTL DECK
5/8" DENSDECK

MIN 5" RIGID INSUL.

5/8" F.R. PLYWOOD

3 5/8" STRUCT MTL.
FRAMING @ 16" O.C.

TPO MEMBRANE

6 MIL VAPOR BARRIER

MINI PIPE BOOT

GALV HANGER ROD &
CLEVIS, SEE STRUCT, PNT

1" RIGID
INSULATION

REINFORCEMENT,
SEE STRUCT

5 1/2" R-12 BATT INSUL.

6" MTL. STUDS @ 16" O.C.

VAPOR BARRIER

STL. BEAM, SEE STRUCT.

1 1/2" MTL. DECK, SEE STRUCT.
5/8" DENSDECK

TAPERED RIGID INSUL.
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5/8" P.T. PLYWD

ALUM. CAP FLASHING
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1" R-5 RIGID INSUL.

GALV LINTEL, SEE STRUCT, PNT
BASE FLASHING
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PLATE, SEE STRUCT.

BASE FLASHING

ROMAN FACE BRICK

3 5/8" STRUCT MTL.
STUD FRAMING

5/8" F.R. PLYWD
WEATHER BARRIER

MORTAR NET

2'
-0

"
2'

-0
"

2'
-0

"
2'

-0
"

3/4" F.T. PLYWD
SHEATHING

1/2" F.T. PLYWD
SHEATHING

3'
-0

"
1'

-5
1 4"

3'-0"

6"

31
4"

1'-1"

6"

1"1"

2'-2"

CONC.
FOUNDATION,
SEE STRUCT.
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REFLECTED CEILING LEGEND

SYMBOL DESCRIPTION

ACT-1
2'-0" X 4'-0" SUSPENDED "SECOND LOOK"
ACOUSTIC CEILING, TEGULAR EDGE

GYPSUM WALL BOARD CEILING SYSTEM

HEALTHZONE 2'-0" X4'-0" SUSPENDED
ACOUSTIC CEILING, TEGULAR EDGE

RECESSED CAN LIGHT FIXTURE

DECORATIVE PENDANT LIGHT FIXTURE

2 X 2 TROFFER LIGHT FIXTURE

2 X 2 TROFFER LIGHT FIXTURE

SUPPLY MECHANICAL DIFFUSER

RETURN MECHANICAL DIFFUSER

SPRINKLER
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COUNTER AS DETAILED
IN MILLWORK SECTIONS

A2-501

· SPECIAL INSPECTIONS SHALL OCCUR PER BUILDING CODE OF NEW
YORK STATE 2020 SECTION 1705.  THE OWNER SHALL EMPLOY ONE
OR MORE SPECIAL INSPECTORS TO PROVIDE INSPECTIONS DURING
CONSTRUCTION. THE SPECIAL INSPECTOR SHALL BE A QUALIFIED
PERSON WHO SHALL DEMONSTRATE COMPETENCE, TO THE
SATISFACTION OF THE CODE ENFORCEMENT OFFICIAL, FOR
INSPECTION OF THE PARTICULAR TYPE OF CONSTRUCTION OR
OPERATION REQUIRING SPECIAL INSPECTION.

· THE QUALIFICATIONS OF ALL PERSONNEL PERFORMING SPECIAL
INSPECTION ACTIVITIES ARE SUBJECT TO THE APPROVAL OF THE
BUILDING OFFICIAL.  THE CREDENTIALS OF ALL INSPECTORS AND
TESTING TECHNICIANS SHALL BE PROVIDED IF REQUESTED.

· THE INSPECTION AND TESTING AGENT SHALL BE ENGAGED BY
THE OWNER OR THE OWNER'S AGENT, AND NOT BY THE
CONTRACTOR OR SUBCONTRACTOR WHOSE WORK IS TO BE
INSPECTED OR TESTED.  ANY CONFLICT OF INTEREST MUST BE
DISCLOSED TO THE BUILDING OFFICIAL, PRIOR TO COMMENCING
WORK.

· THE PERMIT APPLICANT SHALL SUBMIT A STATEMENT OF SPECIAL
INSPECTIONS PREPARED BY THE REGISTERED DESIGN
PROFESSIONAL IN RESPONSIBLE CHARGE IN ACCORDANCE WITH
SECTION 106.1 AS A CONDITION FOR PERMIT ISSUANCE. THIS
STATEMENT SHALL INCLUDE A COMPLETE LIST OF MATERIALS
AND WORK REQUIRING SPECIAL INSPECTIONS BY THIS SECTION,
THE INSPECTIONS TO BE PERFORMED AND A LIST OF THE
INDIVIDUALS, APPROVED AGENCIES OR FIRMS INTENDED TO BE
RETAINED FOR CONDUCTING SUCH INSPECTIONS.

· THE SPECIAL INSPECTOR SHALL KEEP RECORDS OF ALL
INSPECTIONS AND SHALL FURNISH INSPECTION REPORTS TO THE
BUILDING OFFICIAL, STRUCTURAL ENGINEER AND ARCHITECT OF
RECORD.  DISCOVERED DISCREPANCIES SHALL BE BROUGHT TO
THE IMMEDIATE ATTENTION OF THE CONTRACTOR FOR
CORRECTION.  IF SUCH DISCREPANCIES ARE NOT CORRECTED, THE
DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE
BUILDING OFFICIAL, STRUCTURAL ENGINEER AND ARCHITECT OF
RECORD.  THE SPECIAL INSPECTION PROGRAM DOES NOT RELIEVE
THE CONTRACTOR OF HIS OR HER RESPONSIBILITIES.

SPECIAL INSPECTION NOTES:

· SEE SPECIFICATIONS FOR APPLICATIONS OF GYPSUM PRODUCTS,
UNLESS NOTED ON DRAWINGS. REFER TO SPECIFICATIONS FOR
SPECIAL APPLICATIONS, THICKNESS, AND TYPES. (I.E. MOLD &
MOISTURE RESISTANCE, TILE BACKER BOARDS, ETC.)

· REFER TO THE LATEST EDITION OF UNDERWRITERS
LABORATORIES, INC. FIRE RESISTANCE DIRECTORY FOR
ADDITIONAL REQUIREMENTS ON UL RATED ASSEMBLIES AS
NOTED IN THE PARTITION DETAILS.

· USE ONLY PARTITIONS IDENTIFIED ON THE PLANS.

· STC = SOUND TRANSMISSION CLASS - REFER TO THE WALL
SCHEDULE IN PLAN FOR WALLS THAT ARE SOUND RATED.

· ALL SEALANTS IN RATED WALL LOCATIONS REFERENCED IN THE
WALL TYPE DETAILS SHALL BE SELECTED AND INSTALLED IN
ACCORDANCE WITH THE MINIMUM REQUIREMENTS OF THE
UNDERWRITERS LABORATORIES, INC FIRE RESISTANCE DIRECTORY.
IN ADDITION TO FIRE RESISTANCE, WALL LOCATIONS CALLED OUT
WITH REQUIRED ACOUSTICAL VALUE, AS NOTED IN WALL
SCHEDULE, SHALL HAVE SEALANTS THAT MAINTAIN THE
MINIMUM SOUNDS VALUE OF THE WALL PARTITION.

GENERAL WALL NOTES

· ASSEMBLIES SHALL BE AIRTIGHT. HAIRLINE CRACKS AND HOLES
ARE NOT ALLOWED.

· RECESSED WALL FIXTURES SUCH AS CABINETS, OUTLETS, AND
OTHER ITEMS WHICH PENETRATE THE GYPSUM BOARD SURFACE
SHOULD NOT BE LOCATED BACK TO BACK IN THE SAME STUD
CAVITY.

· ANY OPENINGS CUT FOR ANY FIXTURES SHALL BE CAREFULLY CUT
TO SIZE, PROPERLY FASTENED, INSULATED PER WALL ASSEMBLY
AND PROPERLY CAULKED.

· THE ENTIRE PERIMETER OF A SOUND INSULATING ASSEMBLY MUST
BE MADE AIRTIGHT TO PREVENT SOUND FROM "FLANKING".

· AN ACOUSTICAL SEALANT SHALL BE USED TO SEAL BETWEEN THE
SOUND INSULATING ASSEMBLY AND ALL DISSIMILAR ASSEMBLIES
AND BETWEEN THE ASSEMBLY AND SIMILAR SURFACES WHERE
PERIMETER RELIEF IS REQUIRED. TAPING AND CAULKING OF
GYPSUM BOARD WALL AND WALL-CEILING INTERSECTIONS
PROVIDES AN ADEQUATE AIR SEAL AT THESE LOCATIONS.

· ALL SEALANTS IN RATED WALL LOCATIONS REFERENCED IN THE
WALL TYPE DETAILS SHALL BE SELECTED AND INSTALLED IN
ACCORDANCE WITH THE MINIMUM REQUIREMENTS OF THE
UNDERWRITERS LABORATORIES, INC FIRE RESISTANCE DIRECTORY.
IN ADDITION TO FIRE RESISTANCE, WALL LOCATIONS CALLED OUT
WITH REQUIRED ACOUSTICAL VALUE, AS NOTED IN WALL
SCHEDULE, SHALL HAVE SEALANTS THAT MAINTAIN THE
MINIMUM SOUNDS VALUE OF THE WALL PARTITION.

· ASTM RECOMMENDED PRACTICES E-497 SHALL BE FOLLOWED FOR
GOOD SOUND CONTROL. ALSO CONSULT THE MANUFACTURER OF
THE GYPSUM BOARD FOR ANY SPECIAL RECOMMENDATIONS
RELATING TO THEIR SYSTEM.

SOUND INSULATION NOTES

1. DO NOT SCALE DRAWINGS.

2. CONSTRUCTION SHALL CONFORM TO ALL APPLICABLE BUILDING
CODES OF NEW YORK STATE, OSHA STANDARDS, AND FIRE SAFETY
CODE / RELEVANT SECTIONS OF THE N.F.P.A. & ANY LOCAL CODES
BEING MORE RESTRICTIVE THAN THE MINIMUMS LISTED.

3. CONSTRUCTION MEANS, METHODS, TECHNIQUES AND
CRAFTSMANSHIP ARE THE RESPONSIBILITY OF THE GENERAL
CONTRACTOR. G.C. SHALL VERIFY ALL DIMENSIONS AND
CONDITIONS IN THE FIELD. CONTACT ARCHITECT IF MAJOR
DISCREPANCIES OCCUR BETWEEN DRAWINGS AND EXISTING
CONDITIONS.

4. THE CONTRACTOR IS REQUIRED TO INSPECT THE PROJECT SITE IN
ORDER TO DETERMINE THE EXTENT OF THE REQUIRED WORK. THIS
INSPECTION SHALL BE COMPLETED PRIOR TO THE SUBMISSION OF
ANY PROPOSAL TO COMPLETE THIS PROJECT. INSPECTION TIMES
SHALL BE COORDINATED WITH THE OWNER.

5. THE CONTRACTOR IS RESPONSIBLE FOR COMPLIANCE WITH ALL
INFORMATION ON THE DRAWINGS.

6. THE CONTRACTOR'S ATTENTION IS DIRECTED TO THE FACT THAT
DUE TO THE NATURE OF  RECONSTRUCTION PROJECTS, THE EXACT
EXTENT OF THE RECONSTRUCTION WORK CANNOT  ALWAYS BE
ACCURATELY DETERMINED PRIOR TO THE COMMENCEMENT OF
THE WORK. THESE  DOCUMENTS HAVE BEEN PREPARED BASED ON
FIELD INSPECTIONS AND OTHER INFORMATION  AVAILABLE AT
THE TIME. ACTUAL FIELD CONDITIONS MAY REQUIRE
MODIFICATION TO  CONSTRUCTION DETAILS AND WORK
QUANTITIES. THE CONTRACTOR SHALL BID & PERFORM  THE
WORK IN ACCORDANCE WITH THE FIELD CONDITIONS.

7. ALL DIMENSIONS SHOWN FOR EXISTING STRUCTURES ARE BASED
ON RECORD DRAWINGS  AND  FIELD MEASUREMENTS. THE
CONTRACTOR IS ADVISED THAT SAID DRAWINGS  MAY NOT
ACCURATELY REFLECT AS BUILT CONDITIONS. ACCURATE FIELD
MEASUREMENTS  SHOULD BE MADE PRIOR TO ORDERING ANY
PREFABRICATED MATERIALS. DISCREPANCIES  SHALL BE
REPORTED TO THE ARCHITECT AND SHALL BE REFLECTED ON THE
CONTRACTORS SHOP DRAWINGS.

8. THE DRAWINGS, SPECIFICATIONS AND OTHER DOCUMENTS FOR
THIS PROJECT WILL BE COMPLETED TO THE SCOPE OF THE PROJECT
IN COMPLIANCE WITH THE OWNER AND DESIGN TEAM. ANY
CHANGES TO THESE DRAWINGS, SPECIFICATIONS AND OTHER
DOCUMENTS WILL ONLY BE DONE BY A CHANGE ORDER THAT IS
APPROVED BY THE OWNER'S REPRESENTATIVE.

9. CONSIDERATION WILL NOT BE GRANTED FOR ANY ALLEGED
MISUNDERSTANDINGS AS TO THE AMOUNT AND / OR SCOPE OF
WORK TO BE PERFORMED. TENDER OF PROPOSAL SHALL CONVEY
FULL AGREEMENT TO THE ITEMS, AND CONDITIONS INDICATED IN
THE CONSTRUCTION DOCUMENTS. SHOULD THE CONTRACTOR
FIND DISCREPANCIES OR OMISSIONS IN THE CONSTRUCTION
DOCUMENTS OR BE IN DOUBT AS TO THE INTENT THEREOF, THE
CONTRACTOR SHALL IMMEDIATELY OBTAIN CLARIFICATION
FROM THE ARCHITECT PRIOR TO SUBMITTING A PROPOSAL FOR
THE WORK.

10. ALL OWNER SUPPLIED ITEMS WILL BE COORDINATED WITHIN THE
GENERAL CONTRACTOR'S CONSTRUCTION SCHEDULES PRIOR TO
COMMENCEMENT OF ANY WORK.

11. THE CONTRACTOR SHALL COORDINATE HIS WORK AND
SCHEDULE WITH THE OWNER FOR ALL BUILDING AND
CONSTRUCTION SIGNAGE.

12. THE CONTRACTOR IS RESPONSIBLE FOR THE COORDINATION OF
HIS WORK AND SCHEDULE WITH WORK BEING PERFORMED BY
OTHERS AND THE USER/OWNER OF THE BUILDING.

13. ALL DIMENSIONS SHALL HAVE PRECEDENCE OVER SCALE. DO NOT
SCALE DRAWINGS. ALL DIMENSIONS ARE TO FACE OF CONCRETE
OR MASONRY, CENTERLINE OF COLUMNS AND BEAMS, AND
FINISH TO FINISH, UNLESS OTHERWISE NOTED.

14. THE STRUCTURAL, MECHANICAL, ELECTRICAL AND PLUMBING

DRAWINGS ARE SUPPLEMENTARY TO THE ARCHITECTURAL
DRAWINGS. IT SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR TO CHECK WITH THE ARCHITECTURAL DRAWINGS
BEFORE THE INSTALLATION OF STRUCTURAL, MECHANICAL,
ELECTRICAL AND PLUMBING WORK. ANY DISCREPANCIES
BETWEEN THE ARCHITECT'S AND ENGINEER'S DRAWINGS AND
SPECIFICATIONS SHALL BE BROUGHT TO THE ARCHITECT'S
ATTENTION FOR CLARIFICATION PRIOR TO PROCEEDING WITH
SAID WORK.

15. DETAILS MARKED "TYPICAL" SHALL APPLY IN ALL CASES UNLESS
SPECIFICALLY INDICATED OTHERWISE.

16. ALL SYMBOLS AND ABBREVIATIONS USED ON THE DRAWINGS ARE
CONSIDERED TO BE CONSTRUCTION STANDARDS. IF THE
CONTRACTOR HAS QUESTIONS REGARDING SOME, OR THEIR
EXACT MEANING, THE ARCHITECT SHALL BE NOTIFIED FOR
CLARIFICATION.

17. CONTRACTOR SHALL VERIFY AND ESTABLISH THE LOCATIONS
AND ELEVATIONS OF ALL UTILITIES WITHIN THE WORK AREA,
AND SHALL COORDINATE WITH THE OWNER AND THE UTILITY
COMPANIES PRIOR TO THE START OF THE PROJECT.

18. THE CONTRACTOR SHALL PROVIDE ALL SHORING AND BRACING
REQUIRED TO ADEQUATELY PROTECT PERSONAL AND ADJACENT
PROPERTY AND TO INSURE SAFETY OF THE STRUCTURE
THROUGHOUT THE CONSTRUCTION PERIOD.

19. ALL CEILING HEIGHTS AS SHOWN ON DETAILS OR PLANS OR
NOTES ARE FROM TOP OF CONCRETE DECK TO FINISH CEILING. USE
OF THE TERM ABOVE FINISH FLOOR (A.F.F.) MEANS MEASURED
FROM THE TOP OF CONCRETE DECK. CONTRACTOR SHALL ALLOW
FOR AND COORDINATE WORK WITH FLOOR FINISH MATERIAL
AND INSTALLATION METHOD.

20. PROVIDE INDEPENDENT SUSPENSION FOR ALL LIGHT FIXTURES.
SUSPENSION FOR CEILING AND LIGHT FIXTURES SHALL BE
INDEPENDENT OF SUSPENSION FOR DUCT WORK.

21. ALL EQUIPMENT AND MATERIALS INSTALLED IN THIS JOB SHALL
BE NEW AND FREE OF ANY DEFECTS UNLESS OTHERWISE NOTED.

22. CONTRACTORS SHALL RECORD ALL DEVIATIONS FROM THE
DESIGN DOCUMENTS IN THE DRAWINGS, AND PROVIDE A COPY TO
THE ARCHITECT UPON THE COMPLETION OF WORK.

23. PROVIDE APPROVED SEPARATION BY MEANS OF COATINGS,
GASKETS, OR OTHER EFFECTIVE MEANS TO PREVENT GALVANIC
CORROSION BETWEEN ALL DISSIMILAR METALS.

24. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR
REPAIRING ANY DAMAGE CAUSED BY THE CONSTRUCTION
OPERATIONS OF THIS PROJECT TO ADJACENT PROPERTY, UTILITIES,
PAVEMENT, LANDSCAPING, STRUCTURES OR IMPROVEMENTS OF
ANY KIND. THE GENERAL CONTRACTOR SHALL REPAIR ALL SUCH
DAMAGE D ITEMS TO THE CONDITION THEY WERE IN PRIOR TO
COMMENCEMENT OF CONSTRUCTION ACTIVITIES OR BETTER.

25. WHERE IT IS NECESSARY TO INSURE STABILITY, CONTRACTOR IS TO
PROVIDE ADDITIONAL ANCHORING AND/OR BLOCKING IN STUD
PARTITIONS OR BRACE PARTITIONS ABOVE CEILINGS.

26. CONTRACTOR TO COORDINATE LOCATIONS OF FLOOR DRAINS
WITH PLUMBING CONTRACTOR.

28. AUTOMATIC SPRINKLER PROTECTION IS REQUIRED. AUTOMATIC
SPRINKLER TO BE CONFIGURED AS REQUIRED FOR NEW
CONSTRUCTION. CONTRACTOR TO PROVIDE LAYOUT AND THE
MINIMUM REQUIREMENTS FOR THE DESIGN AND INSTALLATION
OF AUTOMATIC FIRE SPRINKLER SYSTEM AND EXPOSURE
PROTECTION SPRINKLER SYSTEMS, INCLUDING THE CHARACTER
AND ADEQUACY OF WATER SUPPLIES AND THE SELECTION OF
SPRINKLERS, PIPING, VALVES AND ALL OTHER MATERIALS AND
ACCESSORIES IN ACCORDANCE WITH NFPA 13 AND LOCAL
BUILDING CODES.

29. ROOM IDENTIFICATION AND INTERIOR SIGNAGE BY CONTRACTOR,
SIGNAGE SHALL COMPLY WITH ADA REQUIREMENTS.

30. CONTRACTOR SHALL PROVIDE AND INSTALL FIRE EXTINGUISHERS
PER CODE, INCLUDING NFPA 10, AND AS DIRECTED BY THE LOCAL
FIRE DEPARTMENT THROUGHOUT BUILDING. FIRE EXTINGUISHER
CABINETS SHALL NOT PROJECT MORE THAN 4" BEYOND THE FACE
OF THE WALL RECESSED FIRE EXTINGUISHER CABINETS IN FIRE
RATED WALLS SHALL HAVE THE SAME FIRE RATING AS THE WALL.

31. DIMENSIONS TO EXTERIOR WALLS ARE ASSUMED FACE OF
FOUNDATION WALL UNLESS OTHERWISE NOTED.  ALL INTERIOR
DIMENSIONS ARE TAKEN FROM FACE OF FINISHED WALL. ALL
EXTERIOR DIMENSIONS ARE TO FACE OF SHEATHING, UNLESS
OTHERWISE NOTED.

32. BEFORE SUBMITTING BID, EXAMINE ALL DRAWINGS RELATED TO
THE WORK, BECOME FULLY INFORMED AS TO THE EXTENT AND
CHARACTER OF THE WORK OF ALL TRADES AND ITS RELATION TO
THE WORK UNDER THE CONTRACT. NO CONSIDERATIONS WILL BE
GIVEN FOR ALLEGED MISUNDERSTANDING OF THE MATERIALS TO
BE FURNISHED OR THE WORK TO BE DONE.

33. CONTRACTOR SHALL REVIEW AND SUBMIT SHOP DRAWINGS
SUFFICIENTLY IN ADVANCE OF THE WORK TO ALLOW PROPER
TIME FOR REVIEW. MATERIALS SHALL NOT BE FABRICATED OR
DELIVERED TO THE SITE BEFORE THE SHOP DRAWINGS HAVE BEEN
REVIEWED AND APPROVED BY THE OWNER'S REPRESENTATIVE.

34. ALL SUBSTITUTE MANUFACTURERS, EQUIPMENT, MATERIALS AND
PRODUCTS SHALL BE APPROVED BY THE OWNER'S
REPRESENTATIVE.  THE CONTRACTOR IS RESPONSIBLE FOR ALL
ASSOCIATED COSTS TO ANY AND ALL BUILDING COMPONENTS
THAT ARE AFFECTED BY THE SUBSTITUTIONS. ADDITIONAL COSTS
INCLUDE ANY REDESIGN THAT IS REQUIRED DUE TO THE
SUBSTITUTION.

35. DO NOT SCALE DRAWINGS, THE DIMENSIONS SHOWN ON THE
PLANS MAY VARY FROM THE ACTUAL DIMENSIONS IN THE FIELD.
IT IS, THEREFORE, IMPERATIVE THAT THE CONTRACTOR, PRIOR TO
COMMENCEMENT OF WORK, TAKE EXACT MEASUREMENTS TO
VERIFY ALL DIMENSIONS SHOWN ON THE PLANS AND SHOP
DRAWINGS. ALL WORKING DRAWINGS PREPARED BY THE
CONTRACTOR SHALL INCLUDE A STATEMENT CERTIFYING THAT
THOSE DRAWINGS HAVE BEEN PREPARED IN ACCORDANCE WITH
THE FIELD MEASURED DIMENSIONS.

36. THE CONTRACTOR SHALL NOTIFY THE ARCHITECT OF ANY AND
ALL DISCREPANCIES BETWEEN FIELD CONDITIONS AND THE
CONTRACT DOCUMENTS BEFORE PROCEEDING WITH THAT
PORTION OF THE WORK. FAILURE TO NOTIFY THE ARCHITECT WILL
NOT RELIEVE THE CONTRACTOR OF RESPONSIBILITY TO COMPLY
WITH THE DOCUMENTS. THE CONTRACTOR SHALL CORRECT ANY
AND ALL WORK ARISING FROM SUCH FAILURE AND COORDINATE
DISCREPANCIES TO THE SATISFACTION OF THE ARCHITECT
WITHOUT ADDITIONAL COST TO THE OWNER. RECOMMENDED BY
MANUFACTURER.

37. THE LOCATION FOR ALL ITEMS WHEN ON THE DRAWINGS OR
CALLED FOR IN THE SPECIFICATIONS THAT ARE NOT DEFINITELY
FIXED BY DIMENSIONS ARE DIAGRAMMATIC. THE EXACT
LOCATIONS NECESSARY TO SECURE THE BEST CONDITIONS AND
RESULTS MUST BE DETERMINED AT THE PROJECT AND SHALL
HAVE THE APPROVAL OF THE OWNER'S REPRESENTATIVE BEFORE
BEING INSTALLED. DO NOT SCALE DRAWINGS. THE CONTRACTOR
SHALL FURNISH AND INSTALL, WITHOUT ADDITIONAL
REMUNERATION, ANY COMPONENT NECESSARY TO COMPLETE
THE SYSTEMS IN ACCORDANCE WITH THE BEST PRACTICE OF THE
TRADE.

38. DATA, COMMUNICATION, CABLE, AND SECURITY SYSTEMS ARE
PROVIDED BY THE OWNER'S VENDORS. HOWEVER THE ELECTRICAL
CONTRACTOR SHALL PROVIDE APPROPRIATE WALL BOXES,
CONDUIT WITH PULL STRINGS, ETC. AS REQUIRED FOR ROUGH-IN
CONDITIONS. ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR
COORDINATING THE LOCATION OF THESE ITEMS WITH THE
OWNER'S VENDORS. ADAAG COMPLIANCE SHALL APPLY.

39. MECHANICAL, ELECTRICAL, AND PLUMBING, ARE SCHEMATIC IN
NATURE. THEREFORE, IT IS THE GENERAL CONTRACTOR'S
RESPONSIBILITY TO COORDINATE THE ROUTING OF THESE TRADES,

AS WELL AS, THE OWNER'S WORK TO ASSURE THAT THESE
SYSTEMS DO NOT CONFLICT WITH THE ARCHITECTURAL AND
STRUCTURAL ELEMENTS OF THE BUILDING. IF THE GENERAL
CONTRACTOR ROUTE THESE ITEMS TO AVOID A CONFLICT, THEN
THEY SHALL NOTIFY THE ARCHITECT PRIOR TO STARTING ANY
RELATED WORK.

40. CONTRACTOR TO PROTECT ALL NEW WORK DURING
CONSTRUCTION AND REPLACE DAMAGED MATERIAL IN KIND.

41. ALL GYPSUM WALL BOARD TO BE TAPED AND SANDED AT
INTERSECTION OF CONSTRUCTION (NO. "J" MOLD)

42. PROVIDE CORNER BEAD AT ALL EXPOSED GYPSUM WALL BOARD
CORNERS.

43. DOOR OPENINGS SHALL BE LOCATED 4" FROM THE NEAREST FACE
OF WALL IN MASONRY WALL CONSTRUCTION, UNLESS OTHERWISE
NOTED.

44. CONTRACTOR SHALL PROVIDE ALL MATERIALS, FABRICATION,
LABOR AND SUPERVISION, ERECTION EQUIPMENT AND
APPLIANCES REQUIRED TO INSTALL ALL EQUIPMENT SHOWN ON
DRAWINGS AS INDICATED IN THE SPECIFICATIONS.

45. THE TERM "PROVIDE" SHALL MEAN "FURNISH AND INSTALL,
INCLUDING ALL LABOR, EQUIPMENT, MATERIALS AND
PRODUCTS," UNLESS OTHERWISE NOTED.

46. CONTRACTOR SHALL COORDINATE HER/HIS WORK WITH THE
OWNER SO THAT THERE IS NO INTERFERENCE WITH OWNER'S
PERSONAL OR WORK SCHEDULE.

47. THE CONTRACTOR SHALL BE RESPONSIBLE FOR INITIATING,
MAINTAINING AND SUPERVISING ALL SAFETY PRECAUTIONS AND
PROGRAMS IN CONNECTION WITH THE PERFORMANCE OF THE
CONTRACT.

48. SAVE WORKING CONDITIONS ARE ALL SAFETY REQUIREMENTS
ESTABLISHED BY JURISDICTIONAL AGENCIES AND/OR THE OWNER
SHALL BE OBSERVED. WHERE CONFLICTS EXIST, THE MORE
STRINGENT REQUIREMENTS SHALL APPLY. CARE MUST BE
EXERCISED TO AVOID ENDANGERING PERSONNEL OR THE
STRUCTURE.

49. CONTRACTOR SHALL REMOVE ALL PROPERLY DISPOSE OF ALL
DEBRIS FROM SITE AND LEAVE THE WORK AREA BROOM CLEAN
ON A DAILY BASIS AND PROVIDE DUMPSTER SERVICE. PLACE
DUMPSTERS AS DIRECTED BY THE "OWNER'S REPRESENTATIVE"

50. CONTRACTOR SHALL FURNISH ALL SCAFFOLDING, HOISTING
EQUIPMENT AND ANY OTHER EQUIPMENT THAT MAY BE
REQUIRED TO PERFORM THE WORK INDICATED IN A SAFE AND
ORDERLY MANNER.

51. THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO
INSURE AGAINST DAMAGE TO EXISTING WORK TO REMAIN IN
PLACE. ANY DAMAGE TO SUCH WORK SHALL BE REPAIRED OR
REPLACED TO THE SATISFACTION OF THE OWNER AT NO
ADDITIONAL COST.

52. THE CONTRACTOR SHALL BE RESPONSIBLE FOR SECURING AND
PAYING FOR ALL PERMITS AND APPROVALS NECESSARY FOR THE
COMPLETION OF THE PROJECT.

53. ALL NEW MATERIALS SHALL BE INSTALLED IN ACCORDANCE
WITH THE MANUFACTURERS LATEST WRITTEN INSTRUCTIONS
AND SPECIFICATIONS.

54. THE CONTRACTOR SHALL COORDINATE ALL FINISHES AND COLOR
SELECTIONS WITH THE OWNER.

55. ALL FASTENERS INTO PRESSURE TREATED LUMBER ARE TO BE HOT
DIPPED GALVANIZED OR STAINLESS STEEL AS RECOMMENDED BY
MANUFACTURER.
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LIFE SAFETY
PLAN

OCCUPANCY CLASSIFICATION:
NEW AMBULATORY HEALTH CARE OCCUPANCIES (NFPA 101
CH. 20)
CONSTRUCTION TYPE: IIB
FULLY SPRINKLERED NFPA 13
TOTAL GROSS TENANT AREA: 8,059 SF
OCCUPANCY:
(B) BUSINESS 

OCCUPANT LOAD:
8,059 SF / 150 = 54 PEOPLE

EXIT WIDTH REQUIRED: 54 X .2" = 6.8"
EXIT WIDTH PROVIDED: 212"
MAXIMUM TRAVEL DISTANCE ALLOWED: 200' MAX PERMITTED
MAXIMUM SMOKE COMPARTMENT AREA: 22,500 SF
DEAD END CORRIDOR: MAX 50' PERMITTED
CORRIDOR WIDTH: MIN 44" PERMITTED
NUMBER OF EXITS REQUIRED: 2
NUMBER OF EXITS PROVIDED: 5

PLUMBING FIXTURES
REQ'D PROV
T L DF MOP T L DF MOP

PPL: 54 3 2 1   1 8 6 1COMMON  2

2020 BCNYS
2020 NYSECCC
2020 FCNYS
2020 PCNYS
2020 FGCNYS
2020 MCNYS
2012 NFPA
2018 NFPA 101
2018 GUIDELINES FOR DESIGN AND CONSTRUCTION OF
HEALTH CARE FACILITIES (FGI)
2010 ADA STANDARDS FOR ACCESSIBLE DESIGN (ADAAG)
INCLUDING ALL REFORMED STANDARDS THEREIN

BUILDING INFORMATION:

APPLICABLE CODES & GUIDELINES:



NOTE: BOUNDARY AND TOPOGRAPHIC INFORMATION PROVIDED BY OTHERS,
CARMINA WOOD DESIGN ASSUMES NO RESPONSIBILITY FOR ITS ACCURACY.
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REQUIRED PROVIDED
50 FT
NONE
20 FT

TOTAL SITE AREA = 4.288 ACRES
ZONED:  ZONED I-1 INDUSTRIAL
BUILDINGS: 45,000 SF PROPOSED MEDICAL OFFICE BUILDING

SETBACKS - BUILDING
FRONT :
SIDE (ABUTTING COMMERCIAL):
REAR:

SETBACKS - PARKING
FRONT:
SIDE:
REAR:

GREENSPACE
TOTAL SITE (15%):
INTERIOR OF PARKING AREA:
(10%, 41 OR MORE SPACES)

PARKING (TOTAL SITE): 10' x 18'

MAX. BLDG. HEIGHT:

Site Data

50 FT
*
*

15% (0.64 AC)
10% (0.17 AC)

34.8% (1.49 AC)
10.5% (0.18 AC)

152 161

50.86 FT MIN.
10.0 FT MIN.

N/A

40 FT < 40 FT

121.63 FT MIN.
62.75 FT  MIN.

N/A

* AS APPROVED BY THE PLANNING BOARD

PARKING CALCULATION

PROFESSIONAL OFFICE:
REQ'D = 1 SPACE PER 300 SF OF FLOOR AREA PLUS 1 SPACE FOR EACH SUITE OF OFFICES
REQ'D = 45,000 SF / 300 + 2 = 152 SPACES

NOTES:

1. ALL RADII SHALL BE 3'-0" UNLESS OTHERWISE NOTED.
2. ALL DISTURBED AREAS: SHALL HAVE 4" MIN. OF TOPSOIL AND SEED.
3. ALL DIMENSIONS FROM PROPERTY LINES SHALL BE MEASURED PERPENDICULAR TO THE PROPERTY LINE.
4. CENTER ENTRANCE SIDEWALKS ON DOOR OPENINGS.
5. ALL HANDICAPPED RAMPS OR SIDEWALKS THAT ARE FLUSH SHALL HAVE ADA COMPLIANT TACTILE

WARNING STRIPS WHERE ENTERING PARKING AREAS/DRIVEWAYS
6. BUILDING DIMENSIONS ARE APPROXIMATE, REFER TO ARCHITECTURAL DRAWINGS FOR LAYOUT

DIMENSIONS.
7. ALL SIDEWALKS 5' WIDE UNLESS OTHERWISE NOTED

NOTES:

1. CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE TOWN OF ORCHARD PARK'S SPECIFICATIONS
WHERE APPLICABLE AND/OR SUBJECT TO THE LATEST REVISIONS BY THE TOWN ENGINEER.

2. FILL SHALL BE PLACED AND SATISFACTORILY COMPACTED PRIOR TO THE INSTALLATION OF
WATER AND SEWER LINES (TYPICAL), AND MUST BE APPROVED BY THE SUPERVISING PROJECT
ENGINEER.

3. ALL UTILITY LOCATIONS SHOWN ARE APPROXIMATE.  CONTRACTOR SHALL VERIFY ALL LOCATION
BEFORE BEGINNING WORK AS REQUIRED BY APPLICABLE LAWS AND REGULATIONS.

GENERAL NOTES:

1. INSTALL ALL MATERIALS TO MANUFACTURER'S RECOMMENDATIONS AND BEST STANDARDS OF TRADE INVOLVED.
2. SUBSTITUTIONS SHALL BE MADE ONLY WITH OWNER'S APPROVAL AND BE OF EQUIVALENT  QUALITY TO WHAT IS SPECIFIED.
3. WORK SHALL BE COMPLETED IN STRICT ACCORDANCE WITH ALL LOCAL CODES AND OSHA  SAFETY RULES AND REGULATIONS.
4. VERIFY ALL EXISTING CONDITIONS AND DIMENSIONS AT THE SITE.  NOTIFY OWNER & ENGINEER OF DISCREPANCIES IN

CONDITIONS SHOWN ON DRAWINGS PRIOR TO PROCEEDING WITH THE WORK.
5. CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTION OF ANY EXISTING STRUCTURES TO REMAIN AND ANY FINISH MATERIAL

INSTALLED WHILE WORKING ON OTHER COMPONENTS.
6. CONTRACTOR SHALL KEEP JOB FREE OF DEBRIS AND MAKE FINAL CLEANUP TO  SATISFACTION OF OWNER.
7. CONTRACTOR SHALL ASCERTAIN THE LOCATION OF ALL UTILITIES PRIOR TO CONSTRUCTION SO THAT THIS WORK WILL NOT

DISTURB EXISTING LINES AND/OR INSTALLATIONS. COORDINATE ALL WORK WITH THE APPLICABLE UTILITY COMPANIES.
8. CONTRACTOR SHALL OBTAIN AND PAY FOR ALL REQUIRED PERMITS NECESSARY TO PERFORM THE WORK.

SITE LEGEND

27

PROPERTY LINE

PROPOSED CONCRETE CURB

PROPOSED SIDEWALK / CONCRETE PAD

NUMBER OF PARKING SPACES

PROPOSED SIGN

PROPOSED STANDARD DUTY
ASPHALT PAVEMENT

PROPOSED LIGHT POLE

EXTERIOR CONCRETE SLAB ON GRADE

NOTE LEGENDDETAIL LEGEND

LIGHT POLE FOUNDATION

DUMPSTER ENCLOSURE

CONCRETE SIDEWALK

TYPE "A" CONCRETE CURB

STANDARD DUTY ASPHALT

HANDICAPPED PARKING SIGN

90° PARKING STALL

HANDICAPPED PAVEMENT MARKINGS

SEE SITE DETAIL SHEET

1

2

3

4A

4B

5

6

7

8

9

INSTALL "NO PARKING" SIGN, M.U.T.C.D. SIGN NO. P1-1C

LANDSCAPED AREA - SEE LANDSCAPE PLAN, IF NO PLANTINGS, INSTALL TOPSOIL & SEED

1

2

3

HANDICAPPED PAVEMENT RAMP

EDGE OF PAVEMENT

RETAINING WALL10

RUNOUT CURB IN 2' OR MATCH EXISTING CURB4

1-RISER NEEDED FOR EXIT FROM BUILDING TO SIDEWALK5Site Plan
SCALE: 1"=40'
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